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Figure Parts Name Quantity
| [T = PCI Cover 2
Speaker 1
6*6 Hex washer screw 12
Motherboard Support 8
% M3*5 washer screw 20
.m)))@“ Fan Screw 4




Installation Instruction

1.0pening the case

- 1.1 Remove the thumbscrews from the side panel
- 1.2 Slide the side panel toward the rear to open the case

2.Front panel disassembly

-+ 2.1 Put your hand on the bottom of the front panel than pull it out

3.Power supply installation

+ 3.1 Place the power supply into its proper location
- 3.2 Tighten the screws

4.5.25” floppy device installation

4.1 Remove the mesh cover on the front panel covering the drive bay by pressing
- 4.2 One (either left of right) of the two tabs inward to unlock, as in the direction shown in the figure
- 4.3 Slide the device into the drive bay




5.HDD Device installation

-5.1 Remove the mesh cover on the front panel covering the drive bay by pressing
- 5.2 One (either left of right) of the two tabs inward to unlock, as in the direction shown in the figure
- 5.3 Slide the device into the drive bay

6.2.5”SDD Device installation
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-6.1 Place the SSD in HDD cage then fasten with thumbscrews
- 6.2 Shown fan the picture

7.Close the case

- 7.1 Closed the side panel along with those screws that we’ve remove from




Front Connector Installation Guide

Please refer to your motherboard user manual on the sections of “USB connector’And “audio connector”.
Please verify the pin definition before connecting the connectors to the motherboard

USB Connector

USB2.0 GROUND(BLACK)
DATA+(GREEN)
DATA-(WHITE)
USB Power1 +5V(RED)

HD Audio
PORT1 L(RED) —Hll |[BH— AUD GND(BLACK)
PORT1 R(GREEN) —Hll | BH— PRESENCE#(BLACK)
PORT2 R(YELLOW) —l|BH— SENSE1 RETURN(BROWN)
SENSE SEND(PURPLE) —Hll |BH— KEY
PORT2 L(BLUE) —Hll |BH— SENSE2 RETURN(ORANGE)
AC'97
MIC IN(RED) —HEl | BH— GROUND(BLACK)
MIC POWER(GREEN) —Hll NC
R-OUT(YELLOW) —Hll|BH— R-RET(YELLOW)
NC B— KEY
L-OUT(BLUE) —HEl |mH— L-RET(BLUE)

Remark:
1. USB and Audio connectors have foolproof design, can only be inserted in one direction
2. LED connectors have electrically positive and negative poles




